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ABSTRACT TITLE (IN ENGLISH): Variable rate application manure taskmaps 

Background 

Variable rate application of manure on the field is an innovative technology that can considerably reduce 
nutrient losses & GHG emissions. This is done by both combining new data technologies & NPK sensors to 
optimise the application of manure, as well as by optimising the machinery used for application. This will lead 
to less emissions and nutrient losses. 

Optimised variable rate application based upon NPK steered taskmaps 

For the data aspect, farmers and contractors can use task maps based on N, P or K steering combined with 
an NPK sensor on the machines to optimise the spreading of the manure. Today the variable rate steering of 
manure is mostly done on cubes/ha and not on the real nutrient content of the applied manure (or at least 
not on the variable content). Today mostly one data point is taken that is used to optimise the variable rate 
application. Result maps are also freely available in Vervaet Connect and can be shared with several farm 
management information systems. 

What would be the main added value/benefit/opportunities to the end-user if the generated knowledge is 
implemented?  

The main added value is to be found in the optimal use of the manure on the fields to be more cost efficient 
(avoiding extra application). Detailed maps are available to follow-up the yield afterwards. 

How can the practitioner make use of the results? 

The end-user can use this technology with Vervaet machinery if variable taskmaps are available before 
applying manure on the fields. Commercial tools or advisory services can be addressed to generate these 
variable rate application maps which can be uploaded to the machinery. User can use Vervaet Connect to 
see the maps. 
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ABSTRACT TITLE (IN NATIVE LANGUAGE): Taakkaarten voor mesttoediening met 
variabele dosering 

Achtergrond 

Het op variabele snelheid toedienen van mest op het veld is een innovatieve technologie die 
nutriëntenverliezen en broeikasgasemissies aanzienlijk kan verminderen. Dit gebeurt zowel door het 
combineren van nieuwe datatechnologieën en NPK-sensoren om de toediening van mest te optimaliseren, 
als door het optimaliseren van de machines die voor de toediening worden gebruikt. Dit leidt tot minder 
uitstoot en verlies van voedingsstoffen. 

Geoptimaliseerde variabele toediening op basis van NPK-gestuurde taakkaarten 

Voor het gegevensaspect kunnen boeren en loonwerkers taakkaarten gebruiken op basis van N, P of K sturing 
in combinatie met een NPK-sensor op de machines om het uitrijden van de mest te optimaliseren. Vandaag 
de dag wordt het sturen van de variabele hoeveelheid mest meestal gedaan op basis van blokjes/ha en niet 
op basis van werkelijke nutriëntengehalte van de uitgereden mest (of in ieder geval niet op basis van het 
variabele gehalte). Tegenwoordig wordt meestal één gegevenspunt genomen dat wordt gebruikt om de 
variabele toediening te optimaliseren. 

Wat is de belangrijkste toegevoegde waarde/voordeel/mogelijkheid voor de eindgebruiker als de 
gegenereerde kennis wordt geïmplementeerd?  

De belangrijkste toegevoegde waarde zit in het optimale gebruik van de mest op de velden om 
kostenefficiënter te zijn (voorkomen van extra toediening). 

Hoe kan de praktijk de resultaten gebruiken? 

De eindgebruiker kan deze technologie gebruiken met Vervaet machines als er variabele taakkaarten 
beschikbaar zijn voor het uitrijden van mest op het land. Er kan een beroep worden gedaan op commerciële 
tools of adviesdiensten om deze kaarten voor variabele toediening te genereren die naar de machines 
kunnen worden geüpload. 

 

APPENDIX: 

More info on NPK sensors can be found at:  

https://www.deere.co.uk/en/precision-agriculture/site-specific-farming/harvestlab-3000/  

https://www.dinamicagenerale.com/en-ww/evonir.aspx  

More info on taskmaps can be found at:  

https://www.wur.nl/en/article/smart-manure-application-utilisation-a-practical-tool-for-issuing-advice-on-
manure-application.htm  
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